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Service manuals, schematics, eproms for electrical technicians
This site helps you to save the Earth from electronic waste!


HICKOK 288X UNIVERSAL CRYSTAL CONTROLLED SIGNAL GENERATOR


[image: METER - SERVICE MANUAL]
Type: [image: ](PDF)
Size
4.7 MB
Page
39
Category
METER
SERVICE MANUAL


If you get stuck in repairing a defective appliance download this repair information for help. See below.
Good luck to the repair!

Please do not offer the downloaded file for sell only use it for personal usage!
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	Also known: HICKOK CRYSTAL CONTROLLED SIGNAL GENERATOR 288X 288

	If you have any question about repairing write your question to the Message board. For this no need registration.
	If the site has helped you and you also want to help others, please Upload a manual, circuit diagram or eeprom that is not yet available on the site.
Have a nice Day!
	See related repair forum topics below. May be help you to repair.



Warning!
If you are not familiar with electronics, do not attempt to repair!
You could suffer a fatal electrical shock! Instead, contact your nearest service center!



Note! To open downloaded files you need acrobat reader or similar pdf reader program. In addition,  
some files are archived,
so you need WinZip or WinRar to open that files. Also some files are djvu so you need djvu viewer to open them.

These free programs can be found on this page: needed progs

If you use opera you have to disable opera turbo function to download file!

If you cannot download this file, try it with CHROME or FIREFOX browser.
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Relevant METER forum topics:

EMG-1567 szkóp táp probléma

Üdvözlet minden kedves tanyalakónak!
Vettem egy címben említett oszcilloszkópot hibásan. Az első vizsgálatok után kiderült, hogy a legnagyobb probléma jelenleg a tápegység +100V-os kimenetének hiánya. A tápvonal ezen biztosítéka ki volt égve amikor kinyitottam a gép hátát. Megmértem/kivettem a részleghez tartozó tranzisztorokat, diódákat, minden jónak tűnt valamint lemértem a kimeneti ponton a dc ellenállást itt sem mértem gyanúsan alacsony értéket. A biztosítékot árammérővel helyettesítve bekapcsoltam és szépen 200mA körüli áram folyt kb 5mp-ig utána csattant valami a környéken és természetesen az egekbe szökött az áram.
Újra átmértem mindent, és azt találtam, hogy a kimeneti 2N3055 B-E zárlatos lett. Lekötöttem a két elmenő ágat (itt továbbra sincs kis ellenállás , az egyik ágon 2kohm a másikon 4kohm)
Nézegetve a kapcsolási rajzot és közben méregetve azt találtam, hogy az R9-es ellenállás nincs ohmikus kapcsolatban a kimeneti 100V-al, a többi helyre eljut, ahova kell neki.
Mit javasoltok mit érdemes megvizsgálni még a környéken?

Mastech my-66 multiméter kijelző nullázása.

Sziasztok !

Mastech my-66 multiméterem  DC  illetve AC voltmérő állásban nem nullát,  hanem változó értéket mutat, ha a két mérőcsúcsot összeérintem lenullázózódik , jól is mér, csak zavar . A  mérőmüszer  (multiméter) automata méréshatár váltós, mindig mutat pár 10 mV-ot, találkozott e már valaki ilyen problémával, mi lehet a hiba oka. Az érintkezőket, a nyákot letakarítottam, a hiba továbbra is fenn áll.

Balázs

.

.

.

Válaszd ki a megfelelő fórumot, majd adj neki címet és írd be a kérdésed.

A téma címe tartalmazza a hibás eszköz márkáját és típusát. Szintén tartalmazza röviden a problémát.

pl: ACER AL1711 monitor képernyője 5 másodperc után kikapcsol



A helytelenül elnevezett topik felfüggesztésre, majd 48 óra után törlésre kerül! Felfüggesztett állapotban nem tudnak mások addig hozzászólni, amíg ki nem javítod a címet!

A hibás cím utólagos javítása (48 órán belül) a "Szerkesztés" fülre kattintva végezhető el.





1.2 sw tartalmat keresek LCM-3 műszerhez

Üdv!

Valaki küldene nekem egy 1.2 mod. tartalmat LCM-3 műszerhez? Amit eddig találtam, azzal csak a "bemutatkozásig" jut el. Ugyan akkor pedig az 1.25-tel és a 35-tel mér. De nem jól...

EMG1568/2A szkop javitasa( MEGOLDVA)

SZiasztok mesterek,segitsetek kerlek hogy tudjam megjavitani ezt a szkopot,a hiba hogy a vizszintes sugar nem tolti ki telyesen a kepernyot,marad 1.5 cm mindket vegen a potenciometerekkel csak jobb iranyban tudok allitani,bal iranyban a vege elakad 1.5 cm-re a szelitol,elore is koszonom!!
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If you want to join us and get repairing help please sign in or sign up by completing a simple electrical test
or write your question to the Message board without registration.
You can write in English language into the forum (not only in Hungarian)!
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