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If you get stuck in repairing a defective appliance download this repair information for help. See below.
Good luck to the repair!

Please do not offer the downloaded file for sell only use it for personal usage!
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	Also known: ONKYO AND DXC390MK2 DXC 390 MK DX C390 MK2

	If you have any question about repairing write your question to the Message board. For this no need registration.
	If the site has helped you and you also want to help others, please Upload a manual, circuit diagram or eeprom that is not yet available on the site.
Have a nice Day!
	See related repair forum topics below. May be help you to repair.



Warning!
If you are not familiar with electronics, do not attempt to repair!
You could suffer a fatal electrical shock! Instead, contact your nearest service center!



Note! To open downloaded files you need acrobat reader or similar pdf reader program. In addition,  
some files are archived,
so you need WinZip or WinRar to open that files. Also some files are djvu so you need djvu viewer to open them.

These free programs can be found on this page: needed progs

If you use opera you have to disable opera turbo function to download file!

If you cannot download this file, try it with CHROME or FIREFOX browser.
[bookmark: related-topics]
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Relevant AUDIO forum topics:

Onkyo erősítő (Check SP Wire) hiba 

Van egy Onkyo  TX-NR509 erősítő. A hiba jelenség: bekapcsolásnál  a Check SP Wire hibaüzenet jelenik meg, szinte egy pillanatig, majd utána kikapcsol. Kérnék egy kis segítséget a hiba behatárolásához. 

Onkyo A8630 nem mukodik a bemenetvalasztas

Sziasztok. A cimbeli erositovel szenvedek. Hibasan vettem, csak az egyik bemenetrol mukodott. Mikor levettem a tetejet, lattam, hogy a bementvalaszto ic at van kotve. Rendeltem egy masikat, de ez sem akar mukodni. Mintha teljesen halott lenne, nem megy at a jel rajta - nincs egy bemenet sem kivalasztva. +- tapfeszek megvannak, a kapcsolat a kontrollerrel pin to pin leellenorizve. Nincs tobb otletem, szerintem 2 lehetoseg maradt: vagy a bementvalaszto ic halott, vagy a kontroller, bar a kivalasztott bemenetnek megfelelo ledek kigyulnak. Volt valakinek hasonlo esete?

ONKYO A-8630 hálózati trafó

Jó napot mindenkinek!
A típus A-8630. Letakarták és úgy üzemeltették.Kiverte a hálózati biztosítékot.A tulaj átkötötte,és eleinte elindult. Most már csak kiveri a biztosítékot.Ha lekötöm a hálózati trafó szekunder oldalát nem változik semmi.Ha a trafó egyik bemeneti ágát kikötöm nem olvad ki a biztosíték.Szerintem rossz a trafó,de már nem gyártják.Tud-e valaki valamilyen beszerzési forrást?
dínó



ONKYO amplifier dolby surround, Problem with a Switching Diode

Hi everyone



Could somebody tell me if I can replace a switching diode to another one, the one installed in the onkyo is a 1SS252 and is 10 times more expensive that a 1SS355.



Usually I order the same but they are pricey (around 10.00 usd for a 100) and not commonly used, not many sellers.

For the 1ss355 every seller on line has it in stock and it's around 1 to 2 usd for a 100.

Ans they are available locally, not in china waiting 5 weeks for the part.

Thank you.





1SS352

Characteristic Symbol Rating Unit

Maximum (peak) reverse voltage VRM 85 V

Reverse voltage VR 80 V

Maximum (peak) forward current IFM 200 mA

Average forward current IO 100 mA

Surge current (10ms) IFSM 1 A

Power dissipation P 200 (*) mW

Junction temperature Tj 125 °C

Storage temperature Tstg −55~125 °C



1SS355



Characteristic Symbol Rating Unit

Maximum (peak) reverse voltage VRM 90 V

Reverse voltage VR 80 V

Maximum (peak) forward current IFM 225 mA

Average forward current IO 100 mA

Surge current (1s) IFSM 500 mA

Junction temperature Tj 150 °C

Storage temperature Tstg −55~150 °C
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If you want to join us and get repairing help please sign in or sign up by completing a simple electrical test
or write your question to the Message board without registration.
You can write in English language into the forum (not only in Hungarian)!
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