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If you get stuck in repairing a defective appliance download this repair information for help. See below.
Good luck to the repair!

Please do not offer the downloaded file for sell only use it for personal usage!
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	Also known: SONY AG-3E KVEX29M63 CHASSIS AG3E KVEX 29 63 34 396987 AG KV EX29M63 EX34M39 69 87 3E KV-EX29M63

	If you have any question about repairing write your question to the Message board. For this no need registration.
	If the site has helped you and you also want to help others, please Upload a manual, circuit diagram or eeprom that is not yet available on the site.
Have a nice Day!
	See related repair forum topics below. May be help you to repair.



Warning!
If you are not familiar with electronics, do not attempt to repair!
You could suffer a fatal electrical shock! Instead, contact your nearest service center!



Note! To open downloaded files you need acrobat reader or similar pdf reader program. In addition,  
some files are archived,
so you need WinZip or WinRar to open that files. Also some files are djvu so you need djvu viewer to open them.

These free programs can be found on this page: needed progs

If you use opera you have to disable opera turbo function to download file!

If you cannot download this file, try it with CHROME or FIREFOX browser.
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Relevant TV forum topics:

Sony Bravia KDF-e50A11E  shassis: 4008330 nem lép a szervízmenübe!

Sziasztok!

Lenne nálam a fent említett tv! Kiégett a projector izzó, majd csere után a következőt produkálta: bekpcsolom majd 2-3 perc múlva kikapcsol, és a standby 3 szor villanik! Letöltöttem a service manualt és a 3 villanásra azt írja,hogy a projector izzó ki van égve! Be szerettem volna lépni a szerviz menübe,hogy töröljem a hibát  de nem tudok és nem tudom mi lehet az oka (szerviz menübe belépés : gyorsan egymás után i+, 5, vol+, tv bekapcs ) Szeretném a segítségeteket kérni! Köszönök mindent előre is! 
Üdv: ZB

SONY KV-29C3B Negatív képet ad néha! Kész

Sziasztok!

Két hete keresem ebben a tvében a kh, de nem találom. Van amikor két napig rendben van, de van olyan is hogy negyed óra múlva már át megy negatívba a kép, amint a képeken is látszik. A B-boardot már átforrasztottam minden smd ellenállást, kondit. Hol keresem a hibát, valakinek volt-e hasonló gondja?

-SOLVED-   SONY KDL-32EX600 red led 2 flashing - negative 120V backlight missing PSU GE3D APS-272

Hello

I have on my table this sony kdl32ex600 with backlight issue. It's a common failure of this psu but i do not find any part faulted on this board.

The schematic it is almost the same, with minor differences with GE3B found at page 56 on this service manual:

https://elektrotanya.com/sony_kdl-32ex600_kdl-40ex600_kdl46ex600_chassis_az1-k.pdf/download.html

Uploaded only the page 56 from this sm to easing the search.

The red led it's flashing 2 times, meaning psu faulty. Indeed the led backlight does not light.

With the PSU outside of the tv, just with one resistance of 180ohm between standby ( pin 1 3,3V on connector CN6150 ) i get this values

on in:

starting with pin 1



1  +3,3V ST-BY

2  +3,3V AC_OFF_DET

3  +3,3V POWER_ON (with resistance 180ohm between pin1 and pin 3)

4  +12,56V AUDIO_12V

5  0V AUDIO_12V_GND

6  0V REG_12V_GND

7  0V REG_12V_GND

8  +12,6V REG_12V

9  +12,6V REG_12V

10  +0,1V BL_ERR

11  +3,3V BL_ON

12  0V DIMMER

13  0V DIMMER_DC

14  0V T-CON_Vcc_12V

15  0V T-CON_ON

All measure done at secondary ground point C6800 GND as reference.

Meanwhile, the led connected to CN6800 will remain with no light at all. The CN6800 will deliver positive 91V.

The negative branch will deliver at CN6801 ( both pin1 & 2 ) just -1V.

In the training manual found always in here at

https://elektrotanya.com/sony_kdl-32ex600_40ex600_46ex600_chassis_az1k_training%20manual.pdf/download.html

at page 56 will say "SHORT" at pin 12 DIMMER for testing the PSU, always with pin 3 POWER_ON connected to 3,3V ST-BY - pin1.

If i'll put a 180ohm resistance between GND and pin 12 DIMMER, then the tension on CN6800 will rise to +179V and the negative from the CN6801 will rise to -5V, the backlight led will light very very weak.

All tension from CN6805 will remain the same, except the BL_ERR will rise from +0,1V to +1,1V.

With only power_on pin 3 shorted by 180ohm resistance to the pin 1, i get this weak oscillation at emiter of Q6816 + Q6817



[URL=https://picturepush.com/public/16067400][IMG]https://www1.picturepush.com/photo/a/16067400/640/diverse/Q6816Q6817.jpg[/IMG][/URL]



With pin 12 DIMMER shorted ( always by a 180ohm resistance ) at GND, the oscillation will change from 250khz 1,6vpp to almost 70khz at 0,81Vpp. as below:



[URL=https://picturepush.com/public/16067401][IMG]https://www1.picturepush.com/photo/a/16067401/640/diverse/20181117-175255.jpg[/IMG][/URL]



Already checked the capacitors C6828 / C6830 together with D6805 / D6806.

Also checked the L6800 ( trafo ) and i've get 5,5mH instead of 5mH, i think it's ok.

All fuse checked, ok.

Q6814 and Q6801 tested under mosfet tester, ok.
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IC6800 & IC6801 gave +9V and respectively +2,49V



Already checked various components all over the board, i am out of ideas.



Any idea or help would be apreciated.

 

SONY Projector

üdv mindenkinek 
Sony KL50W1 tipusú projectorhoz keresek lámpát
     KL37W1
a lámpa tipusa:UHP150W  TMWJ038 FPS

Van vadonat új lámpám ha kell valakinek
63R0800 tipusú (hogy mibe kel azt nem tudom)de jó lenne tudni hány voltra gyújt be
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If you want to join us and get repairing help please sign in or sign up by completing a simple electrical test
or write your question to the Message board without registration.
You can write in English language into the forum (not only in Hungarian)!
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