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If you get stuck in repairing a defective appliance download this repair information for help. See below.
Good luck to the repair!

Please do not offer the downloaded file for sell only use it for personal usage!
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	Also known: SONY SRFQT-1 SRFQT1 SRFQT SRF QT1 1.0 SRF-QT1

	If you have any question about repairing write your question to the Message board. For this no need registration.
	If the site has helped you and you also want to help others, please Upload a manual, circuit diagram or eeprom that is not yet available on the site.
Have a nice Day!
	See related repair forum topics below. May be help you to repair.



Warning!
If you are not familiar with electronics, do not attempt to repair!
You could suffer a fatal electrical shock! Instead, contact your nearest service center!



Note! To open downloaded files you need acrobat reader or similar pdf reader program. In addition,  
some files are archived,
so you need WinZip or WinRar to open that files. Also some files are djvu so you need djvu viewer to open them.

These free programs can be found on this page: needed progs

If you use opera you have to disable opera turbo function to download file!

If you cannot download this file, try it with CHROME or FIREFOX browser.
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Relevant AUDIO forum topics:

Sony HCD-RG55S minhifihez kijelző előtti plexi keresés

Üdv! 

Ismét megpróbálom, hátha... Sajnos betörték (kijelző, minden más OK), ha lenne valakinek bontott ilyen készüléke, vevő lennék a plexijére, vagy a komplett előlapra: http://www.kephost.com/view3.php?filename=56lgkrzav1uuxvx7gxz2.jpg

HCD-RG55S (MHC-RG55S)

THX.

Sony CMT-GPX7 tip. minihifi cd olvasoja neha oda-vissza ugral.

Sziasztok. A cimben szereplo keszulekem cd jatszoja szamomra furcsa dolgot produkal: oda-vissza ugral, es ezt nemcsak a zenen hallom, hanem a szamlalon is latom. A cd-ket egybol beolvassa, az mp3-at is, de a lejatszas folyaman elojon ez a jelenseg, barmelyik zeneszamnal. A kivalasztott zeneszamot egybol megtalalja, csak a lejatszas nem megy neki siman, folyamatosan. A mechanikahoz sajna csak ugy ferek hozza, hogy ha a keszuleket szetszedem, tehat mukodes kozben nem lathatom. Talalkozott mar valaki ilyen jelenseggel?

Sony CFD-K10 hálózati trafó??? Mekkora teljesítményű és feszültségű lehet?

Sziasztok! 
Igény lenne erre a gépre a családban, így előszedtem. Távirányító nincs meg,, de az a legkevesebb. 
Bedug, meg se nyikkan. Megjegyzem egy nagyon profi gép ahhoz képest, hogy egy hordozható kis valami! 
Motoros potméter, reflexcső, forgófej, hihetetlen :) 
Nos, a T901-es trafó hiányzik belőle. 

Rajz 47. oldalát nézve mintha 12V-os lenne. 
Megerősítetek? Illetve mekkora teljesítményűt kéne belerakni? 
Az eredeti jópofa kis sínrendszerben volt. 

Üdv: 
Pityesz 


repair sony amplifier str-de254

Want to share:

Have downloaded the schematics from this forum to help repair the amplifier of a friend.
Turned out that Sony decided to route the earth through the chassis, even the earth between the various supplies.

When one takes the main board out of the chassis and switches the amp on, there are up to 20 volts difference between the eart (and hence reference) of the pre-amps and the main amps.

Luckily the amp goes into protection but from a design point of view it is not nice to rely on screws and aluminum face plates to conduct up to 0.2 amps of current from one supply to another.

What I did is solder wires to every eart point and connected them on the main board to make it stand alone and not rely on conducting current through the chassis anymore.

Bad design, simple repair but took some digging in the schematics to find out what exactly was going on!
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If you want to join us and get repairing help please sign in or sign up by completing a simple electrical test
or write your question to the Message board without registration.
You can write in English language into the forum (not only in Hungarian)!
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