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If you get stuck in repairing a defective appliance download this repair information for help. See below.
Good luck to the repair!

Please do not offer the downloaded file for sell only use it for personal usage!

Looking for similar whirlpool manual?
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	Also known: WHIRLPOOL AWG 1512H 1512 1512-H

	If you have any question about repairing write your question to the Message board. For this no need registration.
	If the site has helped you and you also want to help others, please Upload a manual, circuit diagram or eeprom that is not yet available on the site.
Have a nice Day!
	See related repair forum topics below. May be help you to repair.



Warning!
If you are not familiar with electronics, do not attempt to repair!
You could suffer a fatal electrical shock! Instead, contact your nearest service center!



Note! To open downloaded files you need acrobat reader or similar pdf reader program. In addition,  
some files are archived,
so you need WinZip or WinRar to open that files. Also some files are djvu so you need djvu viewer to open them.

These free programs can be found on this page: needed progs

If you use opera you have to disable opera turbo function to download file!

If you cannot download this file, try it with CHROME or FIREFOX browser.
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Relevant WASHING-MACHINE forum topics:

AWM4500 WHIRLPOOL - Program stop after Water load

Dear,

A have a AWM4500 WHIRLPOOL.

The load of the water is correct and the program stops before the heating of the water.

The programmer is a SIEBE EC4477.03P13
I don't exactly know if the programmer wait for something after water load.

I have verified the following : 

1) The switch of the door gives a contact : measured with a multimeter on connector A7 : got 230VAC.
2) The Pressostat switchs correctly and gives voltage on PIN B9 (to gives power to the heating element).
3) The program stops and no more happens. So, contact on B12 and B2 doesn't switch and heating element isn't powered.
4) If a connect 230 VAC on the little motor (TIM) it turns correctly.

Why the programmer stops and which information is missing?

What must I do to check the programmer or check the missing information?

Remark : the last cycle (water evacuation ) works correctly. Main Motors works correctly and the motor brushes are correct.
NTC resistor seems correct but give +/- 16K : in fact the temperature of the room is +/- 18 °C.
If I try a cold washing (to avoid heating issue), it is the same.

Best Regards


Whirlpool TDLRB 65241BS mosó F8-as hiba

Üdv' mindenkinek. 

 Program lefut. Rövid programon fűt. 30 percről lemegy 17-ig, ott áll soká, de mos, dolgozik, centriz, öblít. 

 Negyed óra múlva leugrik öt percre. 

 Majd mikor végez, F8. 

???

 

whirlpool adg 7340 keringető vízcsatlakozás javításához kérek segítséget. [megoldva]

Sziasztok! Lenti képen a gumi xart mivel lehetne kiváltani.
Köszönöm!

Whirlpool AZB889 szárítógépben vizes marad a ruha

Sziasztok. Régebben küzdöttem már ezzel a géppel, akkor a tulaj nem használta egy ideig, most meg visszakerült hozzám, hogy nem jó. A múltkori javítás alkalmával a szivattyúnál lévő vízszint érzékelő volt elakadva, így jelzett a led, azonnal 3 percre ugrott, nem ment a fűtés. Azt megoldottam. A panelen lévő csatlakozókat átnéztem, a panel érintkezőit megtisztítottam alkohollal. Most beletettem egy nagyobb felsőt vizesen, műszálas szekrény extra program, 55 percről indul, néhány perc múlva 26 perc, majd 7 és végül End, kb. 10 perc az 55 helyett, a felső nedves. Vizet nyomott a tartályba. Fűtés megy, NTC a motornál tiszta. A lemezt (humidity sensor) a dob belsejében kiszereltem, megtisztítottam. A dob kék vezetékei között mekkora ellenállásnak/kapacitásnak  kell lennie, gondolom száraz ruha esetén közel végtelen, nedvesen mennyi a reális? Szeretném minél előbb visszaadni a gépet. Köszönöm a sgítséget!

Szép napot!
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If you want to join us and get repairing help please sign in or sign up by completing a simple electrical test
or write your question to the Message board without registration.
You can write in English language into the forum (not only in Hungarian)!
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