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If you get stuck in repairing a defective appliance download this repair information for help. See below.
Good luck to the repair!

Please do not offer the downloaded file for sell only use it for personal usage!
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	Also known: CARVER PM-2.-0T PT-1250 PM2.0T PT1250 2X500W 1984 PM PT 1250 500 2.0 POWER AMPLIFIER PM-2.0-T

	If you have any question about repairing write your question to the Message board. For this no need registration.
	If the site has helped you and you also want to help others, please Upload a manual, circuit diagram or eeprom that is not yet available on the site.
Have a nice Day!
	See related repair forum topics below. May be help you to repair.



Warning!
If you are not familiar with electronics, do not attempt to repair!
You could suffer a fatal electrical shock! Instead, contact your nearest service center!



Note! To open downloaded files you need acrobat reader or similar pdf reader program. In addition,  
some files are archived,
so you need WinZip or WinRar to open that files. Also some files are djvu so you need djvu viewer to open them.

These free programs can be found on this page: needed progs

If you use opera you have to disable opera turbo function to download file!

If you cannot download this file, try it with CHROME or FIREFOX browser.
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Relevant AUDIO forum topics:

Blaupunkt RD-104 München autórádió CPU hiba?

Sziasztok! Van egy fenti kódkártyás autorádióm, amit egyszer csak nem lehet bekapcsolni. Kapcsolási rajzot letöltöttem. Gyanúm szerint a processzor környékén van a hiba. Tápfeszültségek rendben. A reset impulzus megvan, de tovább nem jutottam. Ismeri valaki ezt a típust, tud valaki segíteni? Előre is köszönöm a segítséget.

UNITRA ARTÚR STEREO LEMEZJÁTSZÓ VÉGFOK IC TIPUSA???????

Kedves tanya lakók! Tudnátok a fent emlitett gép végfok ic pontos tipusát?? és hogy mivel tudnám hejettesiteni mert sajnos igy került hozzám hogy az ic hiányzott belőle! előre is köszönöm.Zsolt

Keresek ESM 231N típusú IC-t

Phuilips N4420 orsós magnóba keresek 2db  ESM 231N végfok IC-t, vagy komplett panelt.

 Akinek van és eladó, kérem jelezze.

Köszönöm

ONKYO amplifier dolby surround, Problem with a Switching Diode

Hi everyone



Could somebody tell me if I can replace a switching diode to another one, the one installed in the onkyo is a 1SS252 and is 10 times more expensive that a 1SS355.



Usually I order the same but they are pricey (around 10.00 usd for a 100) and not commonly used, not many sellers.

For the 1ss355 every seller on line has it in stock and it's around 1 to 2 usd for a 100.

Ans they are available locally, not in china waiting 5 weeks for the part.

Thank you.





1SS352

Characteristic Symbol Rating Unit

Maximum (peak) reverse voltage VRM 85 V

Reverse voltage VR 80 V

Maximum (peak) forward current IFM 200 mA

Average forward current IO 100 mA

Surge current (10ms) IFSM 1 A

Power dissipation P 200 (*) mW

Junction temperature Tj 125 °C

Storage temperature Tstg −55~125 °C



1SS355



Characteristic Symbol Rating Unit

Maximum (peak) reverse voltage VRM 90 V

Reverse voltage VR 80 V

Maximum (peak) forward current IFM 225 mA

Average forward current IO 100 mA

Surge current (1s) IFSM 500 mA

Junction temperature Tj 150 °C

Storage temperature Tstg −55~150 °C
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If you want to join us and get repairing help please sign in or sign up by completing a simple electrical test
or write your question to the Message board without registration.
You can write in English language into the forum (not only in Hungarian)!
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