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If you get stuck in repairing a defective appliance download this repair information for help. See below.
Good luck to the repair!

Please do not offer the downloaded file for sell only use it for personal usage!
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	Also known: PHILIPS SERIES TV HOLLAND 21CX102A 21 CX 102

	If you have any question about repairing write your question to the Message board. For this no need registration.
	If the site has helped you and you also want to help others, please Upload a manual, circuit diagram or eeprom that is not yet available on the site.
Have a nice Day!
	See related repair forum topics below. May be help you to repair.



Warning!
If you are not familiar with electronics, do not attempt to repair!
You could suffer a fatal electrical shock! Instead, contact your nearest service center!



Note! To open downloaded files you need acrobat reader or similar pdf reader program. In addition,  
some files are archived,
so you need WinZip or WinRar to open that files. Also some files are djvu so you need djvu viewer to open them.

These free programs can be found on this page: needed progs

If you use opera you have to disable opera turbo function to download file!

If you cannot download this file, try it with CHROME or FIREFOX browser.
[bookmark: related-topics]
Translate this page:


Relevant TV forum topics:

Philips L6.2

Helló!
Ez a66-os csővel szerelt átok rontja el az egész hetemet. Esténként "megcsinálom" majd reggel újra nem indul. A táp nehezen kel életre. Kicseréltem már benne a 47u-kat a hálózati elkót az 1 Ohmokat. A sorvégben a kis 2,2n -os kondi is repedt volt, igaz az nem hiszem, hogy ilyen hibát okozna. Úgy kb. 20 mp kell neki mire feléled a táp és onnan már mindig beindul. Kivéve persze a másnap reggelt. Ez volt az eredeti hibája is tehát ezzel a fettel mennie kell. Még méregetem az ellenállásokat, hátha ott találok vmi nyúlottat, de azért egy ötlet sokat segítene.
Köszi, további szép napot: Ízirájder

Philips 29PT5606/58  L01.1E AA nem indúl- memo tart.

Sziasztok!

Most került hozzám ez a készülék, a tápegysége jó, 14V 140V megvannak, távval indítva a piros led meghalványul, de más nem történik, nem indul el a sor. A sormeghajtásban a két BC-ét cseréltem, de ott sincs meg a sorjel. A procinál eddig csak 3,3V, és 3.9V-okat mérek, nem kellene 5V-nak is lenni, a rajzon szétszórva vannak meg a feszültségei. Valami táp hiba, vagy a proci?

Philips 32PFL5605H/12 nincs háttér világítás

Sziasztok! 
Q552.1E LA sasszi, DPS-138BP Delta táp. Nincs háttér világítás, PFC nem megy. Rajzot nem találok a tápról. Valakitől rajzot, vagy tanácsot szívesen fogadnék. 
Köszönöm.

Philips 42PFL3605 chassis TMP 4.1 won't start

Philips 42PFL3605/12 won't start.

This is TPM4.1 ELA chassis.

DC-DC converter U7106 (G973-120) is faulty, Replace with BA033T or similar.
Footprint might be different but as long as a 3,3 V low drop stabilizer ic, approx. 1A output capability is used it will work.
Pin 3&4 from the U7106 is 3,3V outputpin 5 & 6 is aprox. 5,2 V input.
Mind you: The botom of the case of the original U7106 is also soldered to mainboard.
U7106 can be found on the right side of the mainboard next to the metal case on the mainboard.
To check if this is indeed the problem, measure at pin 3 & 4 for always 3,3V, if defective the voltage will be somewere around 1,2 V .
Then the set will not start.
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If you want to join us and get repairing help please sign in or sign up by completing a simple electrical test
or write your question to the Message board without registration.
You can write in English language into the forum (not only in Hungarian)!
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