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Warning!
If you are not familiar with electronics, do not attempt to repair!
You could suffer a fatal electrical shock! Instead, contact your nearest service center!
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Philips 26pfl3403/10 nem enged be a szervizmenübe (Firmware frissítéssel megoldódott)

Sziasztok!



A tévé nem ad hangot. Egyik bemenetről sem. Letöltöttem a szervizkönyvet, és



" Service Modes, Error Codes, and Fault FindingEN 12 TCM2.0E LA5.

5. Service Modes, Error Codes, and Fault Finding

Index of this chapter:

5.1 Test Points

5.2 Service Modes

5.3 Error Codes

5.5 Service Tools

5.1 Test Points

This chassis is NOT equipped with test points in the service

printing. No test points are mentioned in the service manual.

5.2 Service Modes

The Service Mode feature is split into different parts:

• Service Alignment Mode (SAM).

• Service Default Mode (SDM).

• Customer Service Mode (CSM).

SDM and SAM offer features, which can be used by the Service

engineer to repair/align a TV set. Some features are:

• Activates the blinking LED procedure for error identification

when no picture is available (SDM).

• Make alignments (e.g. white tone), (de)select options,

enter options codes, reset the error buffer (SAM).

• Display information (“SAM” indication in upper right corner

of screen, error buffer, software version, options and option

codes, sub menus).

The CSM is a Service Mode that can be enabled by the

consumer. The CSM displays diagnosis information, which the

customer can forward to the dealer or call centre. In CSM

mode, “CSM”, is displayed in the top right corner of the screen.

The information provided in CSM and the purpose of CSM is to:

• Increase the home repair hit rate.

• Decrease the number of nuisance calls.

• Solved customers' problem without home visit.

5.2.1 Service Alignment Mode (SAM)

How to Enter

To enter SAM, use the following method:

• Press on the remote control the code “062596” directly

followed by the “INFO” key.

After entering SAM, the following screen is visible, the values

can be adjusted according to the requested (see Chapter 8"



Szóval a saját távirányítóján az INFO gomb helyén időzítő óra jele látható. Ha beütöm a 062596 kódot, az első két szám után jön az üzenet, hogy nincs ilyen csatorna, de ha nem hagyom abba, és végig nyomom a 6 számjegyet, majd az INFO gombnak megfelelőt. (Megkerestem a képét a NET-en) akkor sem lép be.

Van valakinek ötlete, vagy más kódja?

Előre is köszönöm!



T.

Philips 26pfl3403/10 lcd tv nem indul

Sziasztok!

Tanácsot szeretnék kérni a fenti tv-vel kapcsolatban.

Bekapcsolás után stby led 1 pillanatra felvillan fehéren majd elsötétül.
Innentől a tv semmire nem reagál csak ha kihúzom a hálózati csatlakozót.
Háttérvilágítás egy pillanatra sem kapcsol.
A tápon mérve az összes feszültség megvan.( Stby 5V , 12V , 24V ) 
Main-on 1.8V 3.3V 5V szintén megvan
Igazándiból nem tudom merre tovább (MT8200 proci van benne)

Köszönöm

Üdv Krisz 

"FONTOS! Olyan fórum téma nevet válassz, ami beszédes, minél pontosabban illeszkedik arra, amivel kapcsolatban írsz. Egy lehetséges jó elnevezés
pl: ORION LCD PT26S chassis 17MB12-2, a tápja nem indul
Az nem elég, hogy pl: "LG LCD-TV" vagy "HP laptop" és hasonlóak. Illetve érdektelen, nem releváns információt se tartalmazzon a cím!
A helytelenül elnevezett topik felfüggesztésre, majd 48 óra után törlésre kerül! Felfüggesztett állapotban nem tudnak mások addig hozzászólni, amíg ki nem javítod a címet.
A hibás cím utólagos javítása (48 órán belül) a "Szerkesztés" fülre kattintva végezhető el."


Philips DSR 4101 UPC vevő hiba

Tisztelt Kollégák!

Vettem a Vaterán egy Philips DSR 4101 UPC beltérit.Tulaj szerint jó volt,két éve nem használta.Működő rendszerbe próbáltam bele,jelenség:
"Nincs antennajel" üzenet.Távtáp 18 volt megvan.Gyári beállítások menüpontot  lefuttatva ugyanaz,semmi jel.Látszólag hangol,lehet paraméterezni,de csatornát nem talál.Van e ezen RESET lehetőség,vagy szoftver újratelepítés a megoldás? Köszönöm a segítséget!

Philips 42PFL3605 chassis TMP 4.1 won't start

Philips 42PFL3605/12 won't start.

This is TPM4.1 ELA chassis.

DC-DC converter U7106 (G973-120) is faulty, Replace with BA033T or similar.
Footprint might be different but as long as a 3,3 V low drop stabilizer ic, approx. 1A output capability is used it will work.
Pin 3&4 from the U7106 is 3,3V outputpin 5 & 6 is aprox. 5,2 V input.
Mind you: The botom of the case of the original U7106 is also soldered to mainboard.
U7106 can be found on the right side of the mainboard next to the metal case on the mainboard.
To check if this is indeed the problem, measure at pin 3 & 4 for always 3,3V, if defective the voltage will be somewere around 1,2 V .
Then the set will not start.
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If you want to join us and get repairing help please sign in or sign up by completing a simple electrical test
or write your question to the Message board without registration.
You can write in English language into the forum (not only in Hungarian)!
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