6.6 POWER

R809 c822
15/1W 2200PF/500V
D805
P801 T801 [
Connector F801 L801 0.22F/275v 1934 L=1.2mH | |
L805 Cgo2  C824 _ 4 KBJ4J 4A 600 1 1 31DQO6FC
IMPE] P802
b JUMPER c817 R817
2 b 2.5A1250V 5 8 0.022UF/400V 1000uF/10V T~ 1K +12V B
C801 e - 2 n C806 2 11 GND 2
0.22uF/275V 1 4 S g3 o L804 GND
L8o3 59 i s 10 1 || 2 c811 +5V g
Y Bl = I NA 15UH ) Y g
JUMPER 14 c812-T~ 813 (C814
100uF/400V 1 D807
c80 —_— 75 o 5 D804 _~ 62V A R841  S5B-XH-A 5P/P=2.5
4700PH 2 o C807 S FCH20A10 20A100V C815 470
o 68P/1KV L H500uF/10V
= 6 bd
~ ~ X y
1500uF/10V c816
hot c823 1500uF/10V NC
FG L802 1]l 2
430K/3W Bead, T3.5x0.8x9 ]
4700pF/250Vac
R816
D803 10/0.5w
UF4005
R815
1201W R814
2K2/11%
R811
4KTK1% R810
] 4 J 20K 1%
Cc809 —— c808 4
100n/50V 47uF/50V 3 = 1 c819
o S 1801 v 1000P/50V
4 a KA5MO0365R 3 X b 4 1]
z o 2 ]
& = 1802
A4 TLP621 R813 C820
. E 1
Al
“ 100 100n/63V
R806 1803 1 R812
TL431CLI 2K43K/1%
3K48/1%
€810 Q801 o
=T 0.033UF/100V MEF NG
(1) Resistor - power rating is 1/8W , if not indicated.
(2) AL-EL capacitor - temperture is 105'C , if not indicated.
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