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                                                                                   ALPS 

Type Description 100% 
substitution Differencies 

TEKE 1 VST, UHF, B/G, 9V, 69.9 x 37     
TELE 1 VST, UHF, B/G, 9V, 55 x 37     
TEKE 4 VST, Hyperband, B/G, 9V, 69.9 x 37     
TELE 4 VST, Hyperband, B/G, 9V,   55 x 37     
TEKE 9 PLL, Hyperband, B/G, 9V, 69.9 x 37     
TELE 9 PLL, Hyperband, B/G, 9V, 55 x 37     
        

TELE 4 -021A VST, WSP, 9V, asymm. output KS-H-123 EA The height slightly bigger 

TEDB 7 PLL, UHF, B/G, asymm. output, World standard     

TEDE 9 -004A PLL,  WSP, Hyperband, B/G, asymm. output, no 
ADC 

KS-H-140 EA 
KS-H-142 EA 
KS-H-146 EA 

  

TEDE 9 -203A PLL,  WSP, asymm. output, no ADC KS-H-140 EA   
TEDE 9 -226A PLL,  WSP, symm. output, no ADC KS-H-146 E   
TELE 4 -072A VST, lower WSP, asymm. output KS-H-133 EA The height slightly bigger 

TELE 9 -117A PLL, lower  WSP, Hyperband, B/G, asymm. 
output 

KS-H-142 EA 
KS-H-146 EA The height slightly bigger 

 
  

                                                                                         DAEWOO 

Type Description 100% 
substitution Differencies 

VTSA 1SZ3D VST, cable channels, B/G, asymmetrical output KS-H-791 EAP   
VTSA 101Z VST, cable channels, D/K, asymmetrical output KS-H-791 OAP   
DT2-BV08P VST, cable channels, B/G, asymmetrical output KS-H-781 EA   
        

DT5-BF-14D PLL, hyperband, B/G, asymm. output, World standard 
KS-H-140 EA 
KS-H-142 EA 
KS-H-146 EA 

  
 

 
                                                                          GOLDEN DGAGOON 

Type Description 100% 
substitution Differencies 

ET-3C1-EV VST, cable freq. ranges, B/G, asymmetrical output KS-H-791 EA   
ET-3D1-EW VST, hyperband, B/G, asymmetrical output  KS-H-791 EA   
EVIT – 3K2   KS-H-133   
EWT-9V3K1-
CE01W VST, WSP, 9 V, B/G & D/K KS-H-123   
EWT-5V3K2-E01W VST, hyperband, World standard, B/G – D/K KS-H-133 E/O   
EWT-5F3K2-EW PLL, hyperband, World standard, Protocol = UV 1316 KS-H-140 EA   
EWT-5F3L1-EW PLL, hyperband, B/G, asymm. output, World standard KS-H-140 EA   
EWT-5F3LB2-
ER18W PLL, hyperband, B/G, symm. output, World standard, ADC     
EWT-5F3N2- 
R32FW PLL, hyperband, D/K, symm. output, World standard, no ADC KS-H-140 O    

 
 



                                                                                  PHILIPS 

Type Description 100% 
substitution Differences 

UV 617 VST tuning, C.C.I.R, cable frequency ranges, symmetrical 
output   KS-H-93-EL - smaller dimentions, long 

IEC connector 

UV 618 With frequency divider, C.C.I.R, cable frequency ranges, 
symetrical output     

UV 815 VST tuning, C.C.I.R, hyperband, symmetrical output   KS-H-93-EL - smaller dimentions, long 
IEC connector 

UV 816/PLL PLL tuning, C.C.I.R, hyperband, symmetrical output   KS-H-93-EL - smaller dimentions, long 
IEC connector 

UV 816/6456 With frequency divider, C.C.I.R, hyperband, symmetrical 
output     

UV 913 VST tuning, C.C.I.R, hyperband, asymmetrical output, 
phono input KS-H-951 EAP   

UV 913 /IEC VST tuning, C.C.I.R, hyperband, asymmetrical output KS-H-951 EA   
UV 914 PLL tuning, C.C.I.R, hyperband, asymmetrical output, 

phono input     
UV 914 /IEC PLL tuning, C.C.I.R, hyperband, asymmetrical output     
UV 915 E VST tuning, C.C.I.R, hyperband, asymmetrical output, 

phono input KS-H-951 EAP   
UV 915 
E/IEC VST tuning, C.C.I.R, hyperband, asymmetrical output KS-H-951 EA   
UV 916 
E/PLL 

PLL tuning, C.C.I.R, hyperband, asymmetrical output, 
phono input KS-H-961 EAP   

UV 916 
E/PLL/IEC PLL tuning, C.C.I.R, hyperband, asymmetrical output KS-H-961 EA   
UV 916 
H/IEC PLL tuning, C.C.I.R, hyperband, symmetrical output KS-H-961 E   

UV 917/IEC VST tuning, C.C.I.R, cable frequency ranges, 
asymmetrical output KS-H-951 EA Hyperband 

UV 917/IEC-
L 

VST tuning, C.C.I.R, cable frequency ranges, 
asymmetrical output, long IEC connector KS-H-951 EAL Hyperband 

UV 917/PH VST tuning, C.C.I.R, cable frequency ranges, 
asymmetrical output, phono input KS-H-951 EAP Hyperband 

U 943 C VST tuning, C.C.I.R, UHF only, asymmetrical output, 
phono input KS-D-951 EAP Available on special request 

U 943 (IEC)C VST tuning, C.C.I.R, UHF only, asymmetrical output KS-D-951 EA Available on special request 

U 944 C PLL tuning, C.C.I.R, UHF only, asymmetrical output, 
phono input KS-D-961 EAP Available on special request 

U 944 (IEC)C PLL tuning, C.C.I.R, UHF only, asymmetrical output KS-D-961 EA Available on special request 

UV 953 VST tuning, O.I.R.T, off air channels only, asymmetrical 
output, phono input KS-H-951 OAP Hyperband 

UV 953/IEC VST tuning, O.I.R.T, off air channels only, asymmetrical 
output KS-H-951 OA Hyperband 

UV 954 PLL tuning, O.I.R.T, off air channels only, asymmetrical 
output, phono input KS-H-961 OAP Hyperband 

UV 954/IEC PLL tuning, O.I.R.T, off air channels only, asymmetrical 
output KS-H-961 OA Hyperband 

UV 963 VST tuning, C.C.I.R, off air channels only, asymmetrical 
output, phono input KS-H-951 EAP Hyperband 

UV 963/IEC VST tuning, C.C.I.R, off air channels only, asymmetrical 
output KS-H-951 EA Hyperband 

UV 963/L VST tuning, C.C.I.R, off air channels only, asymmetrical 
output, long IEC connector KS-H-951 EAL Hyperband 

UV 964 PLL tuning, C.C.I.R, off air channels only, asymmetrical 
output, phono input KS-H-961 EAP Hyperband 

UV 964/IEC PLL tuning, C.C.I.R, off air channels only, asymmetrical 
output KS-H-961 EA Hyperband 

UV 964/L PLL tuning, C.C.I.R, off air channels only, asymmetrical 
output, long IEC connector KS-H-96 EAL Hyperband 

        
UV 1315 (S)/I VST tuning, C.C.I.R, hyperband, symmetrical output KS-H-133 E   
UV 1315 AS/I VST tuning, C.C.I.R, hyperband, asymmetrical output KS-H-133 EA   
UV 
1316/SIA2 PLL tuning, C.C.I.R, hyperband, symmetrical output KS-H-144 E 

KS-H-148 E   



UV 1316 
MK3 

PLL tuning, C.C.I.R, hyperband, asymmetrical output, 
digital AGC     

UV 1316 T PLL tuning, C.C.I.R, hyperband, asymmetrical output, with 
antenna splitter     

UV 1317 AS/I VST tuning, C.C.I.R, cable frequency ranges, 
asymmetrical output KS-H-133 E Hyperband 

U 1343/S VST tuning, C.C.I.R, UHF only, symmetrical output KS-D-133 E Available on special request 
U 1343/A VST tuning, C.C.I.R, UHF only, asymmetrical output KS-D-133 EA Available on special request 

U 1344/SI PLL tuning, C.C.I.R, UHF only, symmetrical output KS-D-144 E 
KS-D-148 E Available on special request 

U 1344/AI PLL tuning, C.C.I.R, UHF only, asymmetrical output KS-D-144 EA 
KS-D-148 EA Available on special request 

U 1353 VST tuning, O.I.R.T, off-air, asymmetrical output KS-H-133 OA Hyperband 
U 1354 PLL tuning, O.I.R.T, off-air, symmetrical output     
U 1355 AS/I VST tuning, C.C.I.R/O.I.R.T, hyperband, IEC input KS-H-133 E/O   
U 1355 
AS/PH VST tuning, C.C.I.R/O.I.R.T, hyperband, phono input KS-H-133 

E/OP   
 

  
                                                           Samsung 

SAMSUNG  

Type Description 100% 
substitution Differencies 

ECC 0883 JE VST, cable, CCIR, 
asymmetrical output KS-H-781 EA   

ECC 2883 JE VST, cable, CCIR, 
asymmetrical output KS-H-781 EA   

ECC 6883 JE.D VST, cable, OIRT, 
asymmetrical output 

KS-H-781 
OA   

TECC 0985 VA 
14A 

VST, CCIR, cable, 
asymmetrical output KS-H-781 EA   

TECC 2989 VA 
15A 

VST, hyperband, CCIR, 
symmetrical output KS-H-781 EA   

TECC 2989 VA 
15B PLL, CCIR, 90 - series KS-H-781 E   
TECC 2989 PA 
13A PLL, CCIR, 90 - series     
TECC 2989 VA 
19A PLL,  90 - series KS-H-951 E   
TECC 2989 PA 
19A 

VST, hyperband, CCIR, 
asymm. output, with AFT     

TECC 0985 VD 
28A 

VST, hyperband, CCIR, 
asymm. output, World 
standard 

    

TECC 0989 VD 
28A 

VST, hyperband, CCIR, 
asymm. output, World 
standard 

KS-H-123 EA   

TECC 2989 VD 
28A 

VST, hyperband, CCIR, 
asymm. output, World 
standard 

KS-H-123 EA   

TECC 2949 VG 
28V 

VST, hyperband, B/G, World 
standard KS-H-133 E   

TECC 2949 PG 
28B 

PLL, hyperband, B/G, World 
standard     

TECC xxx9 PG 
29D 

PLL, hyperband, B/G, asymm. 
output, World standard KS-H-140 EA   

TECC xxx9 PG 
35A 

PLL, hyperband, B/G, asymm. 
output, World standard 

KS-H-140 EA
KS-H-142 EA
KS-H-146 EA

  

TECC xxx9 PG 
35B 

PLL, hyperband, B/G, symm. 
output, World standard KS-H-140 E    

  
 
 
 



                                                                                    SIEL 

Type Description 100% 
substitution Differencies 

F 2077 /04-A 
(PT042) 

VST, cable, B/G, symm. output, IEC connector 14,5 
mm KS-H-951 E Hyperband 

F 2078 /04-A 
(PT042) 

VST, cable, B/G, symm. output, IEC connector 33 
mm KS-H-951 EL Hyperband 

F 2077 /04-A 
(PT054) 

VST, cable, B/G, asymm. output, IEC connector 
14,5 mm KS-H-951 EA Hyperband 

F 2078 /04-A 
(PT054) 

VST, cable, B/G, asymm. output, IEC connector 33 
mm KS-H-951 EAL Hyperband 

F 2070 /04-A 
(PT058) 

VST, cable, B/G, symm. output, IEC connector 14,5 
mm, with passive splitter     

FAL 2163/84 
(PT061) 

VST, cable, B/G, symm. output, IEC connector 14,5 
mm, with active splitter     

F 2170 /05-A 
(PT052) 

VST, UHF, B/G, asymm. output, IEC connector 33 
mm KS-D-951 EAL Available on special 

request 
F 2170 - B 
(PT063) 

VST, UHF, B/G, symm. output, IEC connector 33 
mm KS-D-951 EL   

FL 2170 /85 
(PT053) 

PLL, UHF, B/G, asymm. output, IEC connector 33 
mm KS-D-961 EAL Available on special 

request 
F 2178 /04-A 
(PT057) 

VST, UHF, B/G, symm. output, IEC connector 33 
mm KS-D-951 EL   

FL 2170 - A 
(PT062) 

PLL, UHF, B/G, symm. output, IEC connector 33 
mm KS-D-961 EL Available on special 

request 

        
FL 2477 /84 
(PT043) 

PLL, hyperband, B/G, symm. output, IEC connector 
14.5 mm KS-H-961 E   

FL 2478 /84 
(PT043) 

PLL, hyperband, B/G, symm. output, IEC connector 
33 mm KS-H-961 EL   

F 2477 /84 
(PT044) 

VST, hyperband, B/G, symm. output, IEC 
connector 14.5 mm KS-H-951 E   

F 2478 /84 
(PT044) 

VST, hyperband, B/G, symm. output, IEC 
connector 33 mm KS-H-951 EL   

FL 2477 /84 
(PT055) 

PLL, hyperband, B/G, asymm. output, IEC 
connector 14.5 mm KS-H-961 EA   

FL 2478 /84 
(PT055) 

PLL, hyperband, B/G, asymm. output, IEC 
connector 33 mm KS-H-961 EAL   

FDL 2473 /84 A 
(PT059) 

PLL, hyperband, B/G, asymm. output, IEC 
connector 14.5 mm, with passive splitter     

FL 2477 /74 A 
(PT074) 

PLL, hyperband, B/G, symm. output, IEC connector 
14.5 mm KS-H-921 E Or KS-H-941 E 

FL 2478 /74 A 
(PT074) 

PLL, hyperband, B/G, symm. output, IEC connector 
33 mm KS-H-921 EL Or KS-H-941 EL 

        
EL 2787 /84 
(PT060) 

PLL, hyperband, B/G, symm. output, IEC connector 
14.5 mm   Analog UV 1316 

E 2787 /04 
(PT068) 

VST, hyperband, B/G, symm. output, IEC 
connector 14.5 mm KS-H-133 E   

E 2787 /05 
(PT068) 

VST, hyperband, B/G, asymm. output, IEC 
connector 14.5 mm KS-H-133 EA   

 

  
                                                                                     SONY 

Type Description 100% 
substitution Differencies 

BTP-EC 411   KS-H-961 
EA Better voltage gain by 10dB 

BTP-AC 17A   KS-H-140E   
BTP-AC 411   KS-H-140EA   

BTP-AC 401/402 PLL, hyperband 
KS-H-140EA
KS-H-142EA
KS-H-146EA

  
 

  
 



                                                                                       TEMIC 

Type Description 100% 
substitution Differencies 

2000 KHC VST, hyperband, B/G/H, symm. output KS-H-951 E   
2010 KYC VST, hyperband, D/K, symm. output KS-H-951 O   
2002 PHC PLL, hyperband, B/G/H, symm. output KS-H-941 E   
2012 PYC PLL, hyperband, D/K, symm. output KS-H-941 O   
2201 PHC PLL, hyperband, B/G/H, symm. 

output, 60 series     
2202 PHC PLL, hyperband, B/G/H, symm. output KS-H-941 E   
2700 KKC VST, cable, B/G, asymm. output KS-H-791 EA   
2900 KKC VST, cable, B/G, asymm. output KS-H-791 EA   
2903 KKC VST, cable, B/G, symm. output KS-H-791 E   
2910 KYC VST, cable, D/K, asymm. output KS-H-791 OA   
2913 KYC VST, cable, D/K, symm. output KS-H-791 O   
3010 UEC VST, UHF, I(UK), symm. output KS-D-951 E   
3200 PEC PLL, UHF, I(UK), asymm. output     
3210 PEC PLL, UHF, I(UK), symm. output KS-D-941 E Available on special request 

3300 KHC VST, hyperband, B/G, asymm. output KS-H-791 EA   
3303 KHC VST, hyperband, B/G, symm. output KS-H-791 E   
3310 KYC VST, hyperband, D/K, asymm. output KS-H-791 OA   
3313 KYC VST, hyperband, B/G, symm. output KS-H-791 E   
3400 KHC VST, hyperband, B/G, symm. output KS-H-951 E   
3402 PHC PLL, hyperband, B/G, symm. output KS-H-941 E   
3410 KYC VST, hyperband, D/K, symm. output KS-H-951 O   
3412 PYC PLL, hyperband, D/K, symm. output KS-H-941 O   
3460 KYC VST, UHF, I(UK), symm. output KS-D-951 E   
3462 UEC PLL, UHF, I(UK), symm. output KS-D-941 E   
        
5000 KH5 VST, hyperband, B/G, symm. output, 

World standard KS-H-133 E   

5002 PH5 PLL, hyperband, B/G, symm. output, 
World standard KS-H-132 E   

5010 KY5 VST, hyperband, D/K, symm. output, 
World standard KS-H-133 O   

5012 PY5 PLL, hyperband, D/K, symm. output, 
World standard KS-H-132 O   

5060 UE5 VST, UHF, I(UK), symm. output, 
World standard KS-D-133 E   

5062 UE5 PLL, UHF, I(UK), symm. output, World 
standard KS-D-132 E   

6000 KH5 VST, hyperband, B/G, symm. output, 
World standard, compact size KS-H-133 E The height 47 mm instead of 40 mm 

6002 PH5 PLL, hyperband, B/G, symm. output, 
World standard, compact size     

6010 KY5 VST, hyperband, D/K, symm. output, 
World standard, compact size KS-H-133 O The height 47 mm instead of 40 mm 

6012 PY5 PLL, hyperband, D/K, symm. output, 
World standard, compact size   KS-H-132 O, - different band switching 

channels 

6060 UE5 VST, UHF, I(UK), symm. output, 
World standard, compact size KS-D-133 E The height 47 mm instead of 40 mm 

 
  
 
 
 
 



                                                                                         THOMSON 

Type Description 100% 
substitution Differencies 

MTX 4 VST, hyperband, D/K, symm. output, 60-
series   KS-H-951 OL - smaller dimentions, 

long IEC connector 

MTX 4045 VST, hyperband, D/K, asymm. output, 70-
series KS-H-782 EA   

        
HTV 201 VST, hyperband, D/K, symm. output, 90-

series KS-H-951 O   

HTV 221 S VST, hyperband, D/K, symm. output, 90-
series, long IEC KS-H-951 OL   

HTP 201 PLL, hyperband, D/K, symm. output, 90-series KS-H-961 O   
HTP 221 S PLL, hyperband, D/K, symm. output, 90-

series, long IEC KS-H-961 OL   
        
CTT 5045 VST, hyperband, B/G, symm. output, World 

standard KS-H-133 E   
CTT 5020 
N 

PLL, hyperband, B/G, symm. output, World 
standard KS-H-140 E   

      

  

 



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /FRA <>
    /ENU (Use these settings to create PDF documents with higher image resolution for improved printing quality. The PDF documents can be opened with Acrobat and Reader 5.0 and later.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308000200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e30593002537052376642306e753b8cea3092670059279650306b4fdd306430533068304c3067304d307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e30593002>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


