LED Drivers

Compact fixed output

Specific technical data
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LCI 55W 900mA-1750mA TOP C 900 mA 2V 48.0V  432W 482 W 216 mA 0.97 70°C  -25..+55°C 70/55 °C -
LCI 55W 900mA-1750mA TOP C 950 mA 2V 48.0V  456W 50.9 W 228 mA 0.97 70°C -25... +55°C 70/55°C  69.80 kQ
LCI 55W 900mA-1750mA TOP C 1,000 mA 2V 48.0V  48.0W 536 W 239 mA 0.98 70°C -25... +55°C 70/55°C  64.90kQ
LCI 55W 900mA~-1750mA TOP C 1,050 mA 22V 480V  504W 56.3 W 251 mA 0.98 70°C -25 ... 455 °C 70/55°C  56.00 kQ
LCI 55W 900mA-1750mA TOP C 1,100 mA 2V 48.0V  528W 58.9 W 262 mA 0.98 65°C  -25..+50°C 65/60 °C  47.50kQ
LCI 55W 900mA-1750mA TOP C 1,150 mA 2V 478V 550W 61.6W 274 mA 0.98 65°C  -25..+50°C 65/60 °C  43.20kQ
LCI 55W 900mA-1750mA TOP C 1,200 mA 21V 458V  55.0W 61.4W 273 mA 0.98 65 °C -25... 450 °C 65/50 °C  40.20kQ
LCI 55W 900mA-1750mA TOP C 1,250 mA 20V 440V 550W 61.2W 272 mA 0.98 65 °C -25... 450 °C 65/50 °C  36.50 kQ
LCI 55W 900mA~1750mA TOP C 1,300 mA 19V 423V  550W 61.4 W 273 mA 0.98 65°C -25... 450 °C 65/50 °C  32.40 kQ
LCI 55W 900mA-1750mA TOP C 1,350 mA 18V 407V 550W 61.3W 273 mA 0.98 65°C  -25..+50°C 65/50°C  28.70kQ
LCI 55W 900mA-1750mA TOP C 1,400 mA 18V 39.3V  55.0W 61.9W 275 mA 0.98 65°C  -25..+50°C 65/50 °C  22.00 kQ
LCI 55W 900mA-1750mA TOP C 1,450 mA 17V 379V 550W 61.5W 274 mA 0.98 65°C  -25..+50°C 65/50 °C 17.80kQ
LCI 55W 900mA-1750mA TOP C 1,500 mA 17V 367V  55.0W 61.8W 275mA 0.98 65 °C -25... 450 °C 65/50 °C 15.00 kQ
LCI 55W 900mA-1750mA TOP C 1,550 mA 16V 355V 55.0W 621 W 276 mA 0.98 65°C -25... 450 °C 65/50 °C 12.10kQ
LCI 55W 900mA-1750mA TOP C 1,600 mA 15V 344V 550W 62.2W 277 mA 0.98 65°C  -25..+50°C 65/50 °C 9.30 kQ
LCI 55W 900mA-1750mA TOP C 1,650 mA 15V 33.3V  550W 62.3W 277 mA 0.98 65°C  -25..+5H0°C 65/50 °C 6.49 kQ
LCI 55W 900mA-1750mA TOP C 1,700 mA 15V 324V 550W 62.6 W 278 mA 0.98 65°C  -25..+50°C 65/50 °C 3.83kQ
LCI 55W 900mA-1750mA TOP C 1,750 mA 14V 314V 550W 625 W 277 mA 0.98 65°C -25... 450 °C 65/50 °C 0.00 kQ




