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If you get stuck in repairing a defective appliance download this repair information for help. See below.
Good luck to the repair!
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	Also known: SONY AZ-1FK KDL22BX300 32BX300 CHASSIS AZ1FK KDL 22 BX 300 32 AZ FK 22BX300 AZ1 AZ1-FK

	If you have any question about repairing write your question to the Message board. For this no need registration.
	If the site has helped you and you also want to help others, please Upload a manual, circuit diagram or eeprom that is not yet available on the site.
Have a nice Day!
	See related repair forum topics below. May be help you to repair.



Warning!
If you are not familiar with electronics, do not attempt to repair!
You could suffer a fatal electrical shock! Instead, contact your nearest service center!



Note! To open downloaded files you need acrobat reader or similar pdf reader program. In addition,  
some files are archived,
so you need WinZip or WinRar to open that files. Also some files are djvu so you need djvu viewer to open them.

These free programs can be found on this page: needed progs

If you use opera you have to disable opera turbo function to download file!

If you cannot download this file, try it with CHROME or FIREFOX browser.
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SONY KV-X2981K

Üdvözlet Mindenkinek!

A készülék néhányszor stby-ra kapcsolt pár óra üzemeltetés után, ezt egyre rövidebb idő után tette, végül bekapcsolást követően 1-2 sec. után rögtön visszakapcsol stby-ra. A LED nem ad semilyen hibakódot, simán világít..Az alaplapot /BE-3B/ külön, a képcsőről lehúzva vizsgálom /a készülék 50 kg., nehéz szállítani/, a sorvég tranzisztor jó, a helyére betett 75 W izzót a táp a hálózatra kapcsoláskor 2-3 mp.-ig működteti, aztán-ahogy kell- stby-ra kapcsol. Üzemre kapcsolva kb.2 mp.-ig világít, aztán lekapcsol a táp./PROTECT.?/ Az áramkör a helyén-képcsővel-ugyanezt csinálja.Az a kérdésem, megoldható-e az adott alaplapon /kécső, eltérítés nélkül/ a tápegység folyamatos üzeme, hogy mérni tudjam a szekunder oldali áramköröket?! 

irokéz

-SOLVED-   SONY KDL-32EX600 red led 2 flashing - negative 120V backlight missing PSU GE3D APS-272

Hello

I have on my table this sony kdl32ex600 with backlight issue. It's a common failure of this psu but i do not find any part faulted on this board.

The schematic it is almost the same, with minor differences with GE3B found at page 56 on this service manual:

https://elektrotanya.com/sony_kdl-32ex600_kdl-40ex600_kdl46ex600_chassis_az1-k.pdf/download.html

Uploaded only the page 56 from this sm to easing the search.

The red led it's flashing 2 times, meaning psu faulty. Indeed the led backlight does not light.

With the PSU outside of the tv, just with one resistance of 180ohm between standby ( pin 1 3,3V on connector CN6150 ) i get this values

on in:

starting with pin 1



1  +3,3V ST-BY

2  +3,3V AC_OFF_DET

3  +3,3V POWER_ON (with resistance 180ohm between pin1 and pin 3)

4  +12,56V AUDIO_12V

5  0V AUDIO_12V_GND

6  0V REG_12V_GND

7  0V REG_12V_GND

8  +12,6V REG_12V

9  +12,6V REG_12V

10  +0,1V BL_ERR

11  +3,3V BL_ON

12  0V DIMMER

13  0V DIMMER_DC

14  0V T-CON_Vcc_12V

15  0V T-CON_ON

All measure done at secondary ground point C6800 GND as reference.

Meanwhile, the led connected to CN6800 will remain with no light at all. The CN6800 will deliver positive 91V.

The negative branch will deliver at CN6801 ( both pin1 & 2 ) just -1V.

In the training manual found always in here at

https://elektrotanya.com/sony_kdl-32ex600_40ex600_46ex600_chassis_az1k_training%20manual.pdf/download.html

at page 56 will say "SHORT" at pin 12 DIMMER for testing the PSU, always with pin 3 POWER_ON connected to 3,3V ST-BY - pin1.

If i'll put a 180ohm resistance between GND and pin 12 DIMMER, then the tension on CN6800 will rise to +179V and the negative from the CN6801 will rise to -5V, the backlight led will light very very weak.

All tension from CN6805 will remain the same, except the BL_ERR will rise from +0,1V to +1,1V.

With only power_on pin 3 shorted by 180ohm resistance to the pin 1, i get this weak oscillation at emiter of Q6816 + Q6817



[URL=https://picturepush.com/public/16067400][IMG]https://www1.picturepush.com/photo/a/16067400/640/diverse/Q6816Q6817.jpg[/IMG][/URL]



With pin 12 DIMMER shorted ( always by a 180ohm resistance ) at GND, the oscillation will change from 250khz 1,6vpp to almost 70khz at 0,81Vpp. as below:



[URL=https://picturepush.com/public/16067401][IMG]https://www1.picturepush.com/photo/a/16067401/640/diverse/20181117-175255.jpg[/IMG][/URL]



Already checked the capacitors C6828 / C6830 together with D6805 / D6806.

Also checked the L6800 ( trafo ) and i've get 5,5mH instead of 5mH, i think it's ok.

All fuse checked, ok.

Q6814 and Q6801 tested under mosfet tester, ok.



[url=https://picturepush.com/public/16067402][img=https://www1.picturepush.com/photo/a/16067402/220/16067402.jpg][/url]



IC6800 & IC6801 gave +9V and respectively +2,49V



Already checked various components all over the board, i am out of ideas.



Any idea or help would be apreciated.

 

Sony KV-29K1D

Helló!
Ez a készülék bekapcsolás után érdekes sírós hangot hallat a hangszóróból. Ez nem függ a hangerőtől, csak akkor hagyja abba, ha csatornát váltok és némít. Melegedés után ha kikapcsolom és újra be, akkor már nem hozza  hibát. A vezérlő és egyéb dolgokat tartalmazó panelt valamint az alaplapot átforrasztottam. Hiába melegítem vagy hűtöm érzéketlen rá. Volt már vkinek ilyen hibája?
Üdv.: Ízirájder

Grundig STF72-1010/7 Text (GBF2500) virító csőnyak

	Sziasztok!
			Kertben a műhely mellett várakozik több gép is a sorsára.


			MA ezt előszedtem, bekapcs és fura hangon leállt.


			Tönkretehette a téli hideg? Szerintem nem, de igaz mikor hozzámkerült nem néztem meg csak leraktuk, hogy majd...


			A68EKA Thomson van benne. Ha leszedem a nyakpanelt, akkor indul és mintha a cső "szőrösödne" is, de a nyakhoz közelítve csavarhúzóval villámot szórt.


			Na mondom rámérek, hát katódáram nuku, tehát ez tuti levegős = kuka. 

			De akkor hogy szőrösödött? :D Na mindegy, szabad ebbe másik csövet rakni vagy jobb, ha lemond róla az ismerős? Ugyanis ezen kívül nem tudom még mi van vele.


			Ami érdekes, hogy lehúzott nyakpanellel tök csöndben volt ha hozzá sem értem, tehát nem szórt szikrákat a cső belül.

			

			Üdv: 

			Pityesz
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If you want to join us and get repairing help please sign in or sign up by completing a simple electrical test
or write your question to the Message board without registration.
You can write in English language into the forum (not only in Hungarian)!
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