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If you get stuck in repairing a defective appliance download this repair information for help. See below.
Good luck to the repair!
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	Also known: SONY BX-1L KVSW292M50 SW292M61 SW292M80 SW292N60 CHASSIS BX1L KVSW 292 50 SW 61 80 60 BX KV SW292M50

	If you have any question about repairing write your question to the Message board. For this no need registration.
	If the site has helped you and you also want to help others, please Upload a manual, circuit diagram or eeprom that is not yet available on the site.
Have a nice Day!
	See related repair forum topics below. May be help you to repair.



Warning!
If you are not familiar with electronics, do not attempt to repair!
You could suffer a fatal electrical shock! Instead, contact your nearest service center!



Note! To open downloaded files you need acrobat reader or similar pdf reader program. In addition,  
some files are archived,
so you need WinZip or WinRar to open that files. Also some files are djvu so you need djvu viewer to open them.

These free programs can be found on this page: needed progs

If you use opera you have to disable opera turbo function to download file!

If you cannot download this file, try it with CHROME or FIREFOX browser.
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Relevant TV forum topics:

Sony KDL40EX520 Adás felvétel problémája

Sziasztok
Van egy ilyen tv-m. Most került rá sor, hogy egy műsort jó lenne felvenni. A Menüben felvétel csak scartról lehetőséget találok. A távirányítón van egy REC feliratú gomb, de a szolgáltatás nem elérhető üzenet fogad. Az USB-n a pendrivet látja a tv. A használati utasítás nem beszél a felvétel lehetőségéről egy szót sem.
Van e valahol olyan frimeware ami ezt a funkciót aktiválja, szerintem ez csak softwares probléma, hardver szinten nem hiszem, hogy gondot okozna a tv-nek ez a funkció.
Ötleteket várok. Van egy samsung tv-m is ugyanez a probléma ott is.
Köszönöm

Spanyol gyártású SONY TV

Kedves Fórumtársak!

Teljesen új tag vagyok ezen a fórumon, de úgy általában sem írogatok csak azért hogy valakit a szövegemmel untassak. Engedjétek meg ezért hogy kínlódásom eredményét - hátha valakinek még hasznos lehet alapon - közzétegyem. 
A devecseri használtcikk-kereskedőktől vásároltam egy SONY-KV-29LS60E típusú készüléket - nem is olyan kevés pénzért... A TV-hez természetesen nem volt távvezérlő, de ez nem volt annyira újdonság számomra. Ebből kifolyólag csak az alapfunkciókat tudtam kipróbálni. Aztán rendeltem egy e típushoz való távirányítót. Ahogy azt rémálmaimban láttam a készülék semmilyen funkciója nem működött vele. A masina távvezérlő vevő-részét külön tápról teszteltem, úgy működött. A TV 5V-os tápja is sima volt. A vevő kimenetén azonban 2-3V-os 2,5uS-os 16-21kHz-ig változó frekvenciájú tüskék voltak láthatóak. A kapcsolási rajzon látható volt a processzor bemenete, ahol fogadta volna az IR jeleket. Ez a bemenet azonban kisimpedanciás kimenetként működött. Nézegettem egy darabig a kontroller bemeneti szűrőjét, nem tudtam miért furcsa, aztán rájöttem. Én még C-R szűrőt nem, csak R-C szűrőt láttam . Néztem a nyákon is a rajzon is a jelút szempontjából C-R szűrő van beépítve- miért? Ezzel még nem oldódott meg a probléma. A SINI-nél megkérdeztem: 18 eFt lenne csak a chip. Aztán lesz ami lesz alapon végigforrasztottam mind a 100 lábát. Megszűnni látszik a hiba, veszi a távkapcsoló jeleit. 
Tanulság: óvakodjatok a spanyol gyártású TV-ktől. Tele vannak forrasztási hibákkal. Én már a 3-dikkal kínlódtam meg. Kettő tuner-hibás volt a forrasztási hibák miatt, ez egyenlőre még csak távkapi-vevőhibás. 
Örülök, ha tudtam valakinek segíteni. Akit untattam, attól elnézést kérek.
Nem vagyok TV-szerelő!
Áldott húsvéti ünnepet kívánok mindenkinek!

sony kvm2151k hangolása (T)

Kaptam egy sony kvm2151k tv-t, de nem volt hozzá távirányító. Az előlapon van három gomb, de azokkal nem tudtam a menüt előcsalogatni, hogy behangoljam a csatornákat. Vettem egy rm 841-es távirányítót, de azzal sem jön elő a menü egyik gombra sem. A tv különben jó.
1. Jót távirányítót vettem?
2. Melyik gombbal lehet a menüt előhívni?
3. Az előlapról lehet csatornát hangolni valahogy?

Elnézést, ha ez a pár kérdésem itt banálisnak tűnik, de nekem nagy segítség lenne, ha tudna a kérdéseimre valaki válaszolni.

-SOLVED-   SONY KDL-32EX600 red led 2 flashing - negative 120V backlight missing PSU GE3D APS-272

Hello

I have on my table this sony kdl32ex600 with backlight issue. It's a common failure of this psu but i do not find any part faulted on this board.

The schematic it is almost the same, with minor differences with GE3B found at page 56 on this service manual:

https://elektrotanya.com/sony_kdl-32ex600_kdl-40ex600_kdl46ex600_chassis_az1-k.pdf/download.html

Uploaded only the page 56 from this sm to easing the search.

The red led it's flashing 2 times, meaning psu faulty. Indeed the led backlight does not light.

With the PSU outside of the tv, just with one resistance of 180ohm between standby ( pin 1 3,3V on connector CN6150 ) i get this values

on in:

starting with pin 1



1  +3,3V ST-BY

2  +3,3V AC_OFF_DET

3  +3,3V POWER_ON (with resistance 180ohm between pin1 and pin 3)

4  +12,56V AUDIO_12V

5  0V AUDIO_12V_GND

6  0V REG_12V_GND

7  0V REG_12V_GND

8  +12,6V REG_12V

9  +12,6V REG_12V

10  +0,1V BL_ERR

11  +3,3V BL_ON

12  0V DIMMER

13  0V DIMMER_DC

14  0V T-CON_Vcc_12V

15  0V T-CON_ON

All measure done at secondary ground point C6800 GND as reference.

Meanwhile, the led connected to CN6800 will remain with no light at all. The CN6800 will deliver positive 91V.

The negative branch will deliver at CN6801 ( both pin1 & 2 ) just -1V.

In the training manual found always in here at

https://elektrotanya.com/sony_kdl-32ex600_40ex600_46ex600_chassis_az1k_training%20manual.pdf/download.html

at page 56 will say "SHORT" at pin 12 DIMMER for testing the PSU, always with pin 3 POWER_ON connected to 3,3V ST-BY - pin1.

If i'll put a 180ohm resistance between GND and pin 12 DIMMER, then the tension on CN6800 will rise to +179V and the negative from the CN6801 will rise to -5V, the backlight led will light very very weak.

All tension from CN6805 will remain the same, except the BL_ERR will rise from +0,1V to +1,1V.

With only power_on pin 3 shorted by 180ohm resistance to the pin 1, i get this weak oscillation at emiter of Q6816 + Q6817



[URL=https://picturepush.com/public/16067400][IMG]https://www1.picturepush.com/photo/a/16067400/640/diverse/Q6816Q6817.jpg[/IMG][/URL]



With pin 12 DIMMER shorted ( always by a 180ohm resistance ) at GND, the oscillation will change from 250khz 1,6vpp to almost 70khz at 0,81Vpp. as below:



[URL=https://picturepush.com/public/16067401][IMG]https://www1.picturepush.com/photo/a/16067401/640/diverse/20181117-175255.jpg[/IMG][/URL]



Already checked the capacitors C6828 / C6830 together with D6805 / D6806.

Also checked the L6800 ( trafo ) and i've get 5,5mH instead of 5mH, i think it's ok.

All fuse checked, ok.

Q6814 and Q6801 tested under mosfet tester, ok.
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IC6800 & IC6801 gave +9V and respectively +2,49V



Already checked various components all over the board, i am out of ideas.



Any idea or help would be apreciated.
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If you want to join us and get repairing help please sign in or sign up by completing a simple electrical test
or write your question to the Message board without registration.
You can write in English language into the forum (not only in Hungarian)!
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