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If you get stuck in repairing a defective appliance download this repair information for help. See below.
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	Also known: SONY SAWP-780 SUBWOOFER SAWP780 ACTIVE SAWP 780 SA WP780 SA-WP780

	If you have any question about repairing write your question to the Message board. For this no need registration.
	If the site has helped you and you also want to help others, please Upload a manual, circuit diagram or eeprom that is not yet available on the site.
Have a nice Day!
	See related repair forum topics below. May be help you to repair.



Warning!
If you are not familiar with electronics, do not attempt to repair!
You could suffer a fatal electrical shock! Instead, contact your nearest service center!



Note! To open downloaded files you need acrobat reader or similar pdf reader program. In addition,  
some files are archived,
so you need WinZip or WinRar to open that files. Also some files are djvu so you need djvu viewer to open them.

These free programs can be found on this page: needed progs

If you use opera you have to disable opera turbo function to download file!

If you cannot download this file, try it with CHROME or FIREFOX browser.

Translate this page:


Relevant AUDIO forum topics:

Sony TA-A200 erősítő végfok tönkremegy megoldva

Sziasztok,

A fent említett erősítő hibakeresésében kérnék segítséget.
Végfok STK4161II
Táp +-41V szkóppal nézve tiszta.
Passzív elemeket jónak mérem táp után +-15V rendben van előersítőnél zárlatot nem mérek.
Végfok nélkül védelem nem tílt a relé kapcsol.
Végfok berakása után a két kimeneten tápfesz. Több végfokot is próbáltam.
Raktam bele STK4191V is mert ennek a tápfesze +-53V lábkiosztása ugyan az hátha kicsit megszalatt a tápfesz. de a jelenség ugyan az.
Annyit vettem észre hogyha a 8 as lábat lebegtetem akkor a védelem nem tilt de hangot nem tudtam kicsikarni belőle.
jelgenerátorom sajnos még nincs.

Ha valakinek van ötlete azt megköszönném.

Üdv.:
Gy

Sony HCD-RXD9 "specialistát" keresek: Sűrűn meghibásodik az STK 411-230E

Sziasztok! Egy Sony HCD-RXD-9 HI-FI-vel szenvedek. Valamikor télen cseréltem STK-t benne, ami most májusban ismét elszállt (legalábbis az egyik fele.) Megrendeltem, kicseréltem, remekül működött, ráadásul én 4ohmos hangfallal próbáltam. Hazavitték,és már másnap szóltak, hogy az első bekapcsoláskor megint "protect". Persze, megint az STK, és mindkét fele. Megint megrendeltem, de mielőtt kicseréltem volna, betettem az előzőt, és az (az egyik fele) most is remekül működik. Bekértem a hangfalakat is, azok hibátlanok, a vezetékek is sértetlenek. Ami gyanús, és nem világos, a következő: A SM-ban a rajzon az szerepel, hogy a HV+ és - az +-50V, az LV+ és - pedig +-29V. A készülékben mindkét esetben +-50V-okat mérek. A +-29V ok egy graetz-ről, és a két elkóról jönnek, semmi más nincs a körben egészen az IC-ig. Ami szintén gyanús, az, hogy a HV tápokon két 71V-os elkó van (ez rendben is volna), de az LV tápokon 50V-os elkók vannak. Tudomásom szerint, ha ott is 50V-nak kellene lennie, akkor az elkóknak is nagyobb feszültségűeknek kellene lennie, kissé többnek, mint a mérhető, névleges feszültségnek. Az elkók jók! Tudja valaki, hogy mit kellene mérnem? Vagy mit nem vettem figyelembe? Arra még gondolni sem merek, hogy az IC-k hibásak, hiszen "bemérve, kipróbálva" adták el (:)) Köszönettel: Attila

Sony STR-DE 225 Receiver, sudden interruption of Audio, after switching off everything is ok again 

Hello, I got a problem with my Sony Receiver STR-DE 225. 

There´s a sudden interruption of Audio in non defined intervalls - may be once ore 6 times during appr. 5hrs operation.

Interruption does not depend on Volume. Connection cables and speakers I´ve checked.

There´s a loud crack in both speakers, display shows for short time "PROTECTION".

After switching off and on again, everything operates normal until next interruption.

I removed from the inside of the receiver a lot of dust with a vacuum cleaner, but this didn´t help.

Unfortunately Sony has no documents for this device, as it is To "old" (1996), or could give me a hint,

in what cases "PROTECTION" might appear.

Is there anyone to give me a clue?  Thanks



 

SONY HCD-RG33 HIFI ROSSZALKODIK 

Hali!
Kicseréltem a mikrokapcsolókat ,de semmi vátozás!
Bekapcs, tuner 2x villan majd kiirja eject!
Táp mindenhol jó!
Még mindig nem tudom mi lehet a baja ?
Talán procihiba? 
SEGÍTSETEK!!!!
Üdv Korz 



Similar manuals:


SONY HCD-EP50 VER-1.0

SONY HCD-EP515

SONY HCD-EP515 VER-1.0

SONY HCD-EP707

SONY HCD-EP707 VER-1.0


If you want to join us and get repairing help please sign in or sign up by completing a simple electrical test
or write your question to the Message board without registration.
You can write in English language into the forum (not only in Hungarian)!
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