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If you get stuck in repairing a defective appliance download this repair information for help. See below.
Good luck to the repair!

Please do not offer the downloaded file for sell only use it for personal usage!
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	Also known: START CTG-2133T 1422 AKAI CTG2133T 2122 CTG 2133 CT G2133T CT-G2133T

	If you have any question about repairing write your question to the Message board. For this no need registration.
	If the site has helped you and you also want to help others, please Upload a manual, circuit diagram or eeprom that is not yet available on the site.
Have a nice Day!
	See related repair forum topics below. May be help you to repair.



Warning!
If you are not familiar with electronics, do not attempt to repair!
You could suffer a fatal electrical shock! Instead, contact your nearest service center!



Note! To open downloaded files you need acrobat reader or similar pdf reader program. In addition,  
some files are archived,
so you need WinZip or WinRar to open that files. Also some files are djvu so you need djvu viewer to open them.

These free programs can be found on this page: needed progs

If you use opera you have to disable opera turbo function to download file!

If you cannot download this file, try it with CHROME or FIREFOX browser.
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Relevant TV forum topics:

vizio tv M470NV would not turn on when plug in only vizio led light on amber power button got no control will not start

Will not start up

led tv TESLA 32S367 BHS   Start with the TESLA logo, stop and restart continuously

Hello! At the start of this TV, the TESLA logo appears, it stays on for a while after which it goes out (the backlight goes on) and the logo reappears and the issue is repeated. I changed the MX25L1605 flash memory loaded with software found on a Russian forum, but nothing changed.Someone has the appropriate usb update software ?

It is equipped with : Mainboard : 5844-A7N01G-0P30  VER 00.07. On a white label: SJX-QC JX11-11

On the other: 17C0005M01237

Display : SDL320HY(CD0-720)(14)   REV : R1

                                                    MSDL320HYCD07201481FHA1763

                                             Type : ST3151A05-8

                                              CELL: TA810162BA07

Thanks in advance!

Philips 42PFL3605 chassis TMP 4.1 won't start

Philips 42PFL3605/12 won't start.

This is TPM4.1 ELA chassis.

DC-DC converter U7106 (G973-120) is faulty, Replace with BA033T or similar.
Footprint might be different but as long as a 3,3 V low drop stabilizer ic, approx. 1A output capability is used it will work.
Pin 3&4 from the U7106 is 3,3V outputpin 5 & 6 is aprox. 5,2 V input.
Mind you: The botom of the case of the original U7106 is also soldered to mainboard.
U7106 can be found on the right side of the mainboard next to the metal case on the mainboard.
To check if this is indeed the problem, measure at pin 3 & 4 for always 3,3V, if defective the voltage will be somewere around 1,2 V .
Then the set will not start.


EMERSON LC320EM3F WON'T START: SOLVED

 :taps2: 

This is a LCD TV brand EMERSON, model LC320EM3F and is completely death.

At first revision, we detected some bad components in the switching power source:

Switching MOSFET K10A50D, RESISTOR 0.19 Ohm, 2W, transistor switching controler 2SC5344, Zener Diode 1ZB36 (36V) and the 4A fuse.

I had the SM of LC320EM9 model, so, the values of the components are different.

I replace them all twice and they always broke again! FRUSTRATING!

Then I realyze that changin the values nearly to the LC320EM9 model, I would obtain better results (see FILE ATTACHED)

I replace the 0.19Ohm resistor by a 0.39Ohm, maximizing the pulse received for the control transistor, for that purpose, also changed the 2.4KOhm resistor for 5.6KOhm. The switching MOSFET used was IRF640 replacing K10A50D, and transistor 2SC5344 was replaced by 2N5551. Finally we add a Zener diode not included in original board (marked with blue circle) limiting the colector voltage and gate voltage to 26V.

For short, when we connect the power cord, every thing was fine, except than voltages at secondary of main transformer, was only 3.2V DC in all rectifiers.

Found a diode in short-circuit (circled in red), replaced it and BINGO!, the TV return to live again!!!!

I Hope it serves as a nice experience for the future.
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If you want to join us and get repairing help please sign in or sign up by completing a simple electrical test
or write your question to the Message board without registration.
You can write in English language into the forum (not only in Hungarian)!
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