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If you get stuck in repairing a defective appliance download this repair information for help. See below.
Good luck to the repair!

Please do not offer the downloaded file for sell only use it for personal usage!
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	Also known: TECHNICS SL1200MK5E SL1210MK5 SL 1200 MK 1210 1200MK5E 1210MK5 SL-1210MK5

	If you have any question about repairing write your question to the Message board. For this no need registration.
	If the site has helped you and you also want to help others, please Upload a manual, circuit diagram or eeprom that is not yet available on the site.
Have a nice Day!
	See related repair forum topics below. May be help you to repair.



Warning!
If you are not familiar with electronics, do not attempt to repair!
You could suffer a fatal electrical shock! Instead, contact your nearest service center!



Note! To open downloaded files you need acrobat reader or similar pdf reader program. In addition,  
some files are archived,
so you need WinZip or WinRar to open that files. Also some files are djvu so you need djvu viewer to open them.

These free programs can be found on this page: needed progs

If you use opera you have to disable opera turbo function to download file!

If you cannot download this file, try it with CHROME or FIREFOX browser.
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Relevant AUDIO forum topics:

technics su v460 egyik csatorna halkabban muzsikál

vadmalacka varga jano és akinek nem nullás a vércsoportja ne szóljon hozzá.



Tiszteletem.

A kérdés a címben, mi okozhatja ezt? SVI3205 rendben, a baj hogy nincs fenéklemez amit levennék, hogy többet tudjak mérni. Ezért kérdezem hátha valaki megmondja hova nyúljak.

Üdv H-D

Technics su-v650 nem szol.

Sziasztok. Egy technics su-v650 tip erositovel veszodok. Bekapcsolva a rele nem kattan, 10 mp alatt a volt. amp. hutoje forro. Tapfeszultsegek rendben, beleertve az AN7062-t is, zarlat nincs, hibas tranyot nem talaltam. Ami nincs rendben: az egyik csatorna volt. amp. kimenete +38v-on van. Bemenete +39.2v, tehat ez a resz mukodik. Az AN7062 3. laba ahova a visszacsatolas erkezik, 10v-on van 0v helyett. Kivett SVI3205-el a helyzet valtozatlan. Itt kifogytam az otletekbol. Rajz van fenn a tanyan, csak a pdf nem engedi a kivagast, igy nem tudom feltenni a rajzot. Kerlek adjatok valami otletet, hogy mivel probalkozzak. Udv. 

Technics SU810 erosito vegfok problema

Sziasztok. Adott a cimben szereplo tipusu erosito, ami a kovetkezo furcsa jelenseget produkalja: bekapcsolaskor a rele meghuz, mintha minden redben lenne, de a hangsugarzok tokeletesen nemak. Tapfeszek rendben. Kimeneteken 0V. A rele pogacsai erintkeznek. A kovetkezo ponton alltam le: a bekapcsolas pillanataban a 2 kimenet kozott nehany ohmos ellenallas merheto, meg mielott a rele meghuzna. Kikapcsolva nem merheto ellenallas a 2 kimenet kozott. A rele a bekapcsolast kovetoen eleg hamar, 1 -1,5mp utan mar meghuz; a SVI3203 18. laban -13V helyett -11.5V merheto. Vajon a SVI halalozott el?

Technics SU8044 sounds distorted

Dear Friends,

I am having a problem with the above mentioned amp. When I increase the volume from 0 to a quarter level the sound is OK. If I increase the level above quarter onwards , the sound becomes fuzzy and distorted. I have tried replacing the 2 filter capacitors(8200uf 50v) with 2 (15000uf 50v) caps but it is the same. Can someone give me a clue what can be causing this problem.

Thanks

Carlos Rajoo
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If you want to join us and get repairing help please sign in or sign up by completing a simple electrical test
or write your question to the Message board without registration.
You can write in English language into the forum (not only in Hungarian)!


E-Waste Reduce


      

    

    







