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	Also known: TEKTRONIX PAL 1421 NTSC 1982

	If you have any question about repairing write your question to the Message board. For this no need registration.
	If the site has helped you and you also want to help others, please Upload a manual, circuit diagram or eeprom that is not yet available on the site.
Have a nice Day!
	See related repair forum topics below. May be help you to repair.



Warning!
If you are not familiar with electronics, do not attempt to repair!
You could suffer a fatal electrical shock! Instead, contact your nearest service center!



Note! To open downloaded files you need acrobat reader or similar pdf reader program. In addition,  
some files are archived,
so you need WinZip or WinRar to open that files. Also some files are djvu so you need djvu viewer to open them.

These free programs can be found on this page: needed progs

If you use opera you have to disable opera turbo function to download file!

If you cannot download this file, try it with CHROME or FIREFOX browser.

Translate this page:


Relevant METER forum topics:

Tektronix 2215 oszcilloszkóp, a két csatorna összegzése esetén 1 cm ofszet hiba keletkezik. Miért?

Sziasztok!

A fenti szkóp beállítása a leírásnak megfelelően megtörtént. A két csatorna bemenete GND-re kapcsolva. Mindkét sugarat pontosan középre állítva, ha összegzem a két jelet (Both & ADD) beállításban a sugár közel 1 centit lefelé mozdul. Nem találtam erre vonatkozó beállítást. ALT és CHOP módban a két vonal pontosan fedi egymást (jel esetén is). A két csatorna erősítése is egyforma (külön mérve). Az CH2 jele invertálható, de azt is beállítottam úgy, hogy az INV ki-be kapcsolásakor a sugár nem mozdul el középről. A rajz alapján diódamátrixokkal kapcsolgatja a csatornákat, csak az nem világos, hogy ha mindkettő külön- külön DC-ben középen van, akkor összeadva miért mozdul el a sugár?

Üdv.

Tektronix 2225 oscilloscope a képernyő bal oldalán erős világító pont látható Megoldva

Sziasztok
Tek. 2225 scopon a képen látható hiba javításához kérnék segítséget. SM letöltve, all tápfesz megfelelő.
A fénypontot el tudom mozdítaani a hor.pozition gombbal.A scope múködik, senki nem matatott benne. Müködö oscilloscopom van.
Nem tudom, hogy a képek átmennek-e
Köszönettel  Gyuri

Tektronix 455-os szkopnak ,menyi az anodfeszultsege?Megoldva.

Sziasztok.Egy Tektronix 455-os szkopnak ujra kell epitsem a sokszorozot.Zarlatos.A kapcsolasi rajzon,nem irja hogy menyi kell legyen az anodfeszultsege.Valaki tud segiteni?Koszonom.

Tektronix TDS1012, meghibásodott bemenetek.

Keresem azt a fórum társat aki korábban említette hogy Tektronix TDS 1012 vagy TDS 2012 oszcilloszkopal végzi méréseit.



Similar manuals:


TEKTRONIX 577-D1 577-D2 CURVE TRACER SM

TEKTRONIX 585

TEKTRONIX 585A OSCILLOSCOPE SM

TEKTRONIX 5A14N 4-CH 1MV AMPLIFIER PLUG-IN 1972-87 SM

TEKTRONIX 5A18N 2X1MV 2MHZ 5000-SERIES PLUG-IN 1971 SM


If you want to join us and get repairing help please sign in or sign up by completing a simple electrical test
or write your question to the Message board without registration.
You can write in English language into the forum (not only in Hungarian)!
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