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If you get stuck in repairing a defective appliance download this repair information for help. See below.
Good luck to the repair!
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	Also known: VESTEL CHASSIS 11AK18 01199 11 AK 18 TECHNISCHE MITTEILUNG 011 99 011-99

	If you have any question about repairing write your question to the Message board. For this no need registration.
	If the site has helped you and you also want to help others, please Upload a manual, circuit diagram or eeprom that is not yet available on the site.
Have a nice Day!
	See related repair forum topics below. May be help you to repair.



Warning!
If you are not familiar with electronics, do not attempt to repair!
You could suffer a fatal electrical shock! Instead, contact your nearest service center!



Note! To open downloaded files you need acrobat reader or similar pdf reader program. In addition,  
some files are archived,
so you need WinZip or WinRar to open that files. Also some files are djvu so you need djvu viewer to open them.

These free programs can be found on this page: needed progs

If you use opera you have to disable opera turbo function to download file!

If you cannot download this file, try it with CHROME or FIREFOX browser.
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Relevant TV forum topics:

Vestel 11ak30 s-2

Tisztelt kollégák a fenti készülékhez keresek eprom tartalmat (titanium 708)van benne, nekem az is jó, ha opciós táblát tudtok küldeni. A problémám a készülékkel, hogy nem akar adót fogni, vagyis csak egy párat. A tuner benne TAEA-G041D. Köszönettel. Zsolt

Vestel alaplapok távirányitási probléma

Tisztelt Tagok!
Bekerült hozzám különbözö márkajelü Vestel alaplapot tartalmazó LCD televízió. Mindegyik hibája,hogy a távirányitora nem reagál. Az infra vevö ellenörizve, jelek mennek, a tasztatúráról minden funkcio müködik. Kérdés: mi a tapasztalat az ilyen készülékek hibájával kapcsolatban? Szoftver vagy hardver probléma. (Az egyiket azért átküldtem egy rework folyamaton, de egycsapásra semmit sem változott.)
László

32 col-os Vestel lapos Samsung LCD-vel, integrált T-con hiba...

Hi !



Tudnátok segíteni, lenne ez a JVC élvilágítós Vestel.

Háttér van, a távira reagál, de kép nincs.

A 12V rajta van a T-conon, de pl, az eepromon már nincs delej.

Egyszer, vagy 2 éve javítottam már SMD kondi zárlattal, de most nem mérek zárlatot...:(

Mi lehet?

Mi csinálja pl. az 5V-t?

Kösz

17PW07-2 Vestel táp halott

Sziasztok!



Fent nevezett tápegységű készülék (SHARP LC40LE510E) nem csinál semmit.

Nem is tud, mivel a táp mindkét biztije F100, F101 elvillant. A PFC árammérő söntje R109 0,22 Ohm szakadt, és a +400 V bus kondiknál a fólia is égett. Tehát valami erősen ette a villanyt

Eddig semmi más zárlat jellegűt nem találtam. (FET-eket nem szedtem ki, ott még lehet szakadás). A hibákat megszüntettem.

Most viszont a 400 V az 327 V (úgy gondolom, míg STBY van, ez OK, bár nem tudom).

A rajz kissé átláthatatlan számomra (nagyon széttagolt és nem kereshető a PDF), valamint (jó)pár alkatrész nincs beültetve.

A 4.25 V STBY_1 villany viszont 0,5 V.

Azt gondolom, a STBY-nak akkor is lennie kellene, ha a MainBoard-al nincs összekötve, bár az IC302 opto körüli rész mágikus szerkezet.

A STBY szekunder része nem zárlatos, mégis "csuklik" az FDSL321 (IC301). Ezért arra gondolok, hogy az OVP szólal meg.

"4.4 Over Voltage Protection (OVP) : In the event of a malfunction in the secondary side feedback circuit, or an open

feedback loop caused by a soldering defect, the current through the opto-coupler transistor becomes almost zero

(refer to Figure 5). Then, VFB climbs up in a similar manner to the over load situation, forcing the preset maximum current

to be supplied to the SMPS until the over load protection is activated. Because excess energy is provided to the output,

the output voltage may exceed the rated voltage before the over load protection is activated, resulting in the breakdown

of the devices in the secondary side. In order to prevent this situation, an over voltage protection (OVP) circuit is

employed. In general, Vcc is proportional to the output voltage and the FPS uses Vcc instead of directly monitoring the

output voltage. If VCC exceeds 19V, OVP circuit is activatedr esulting in termination of the switching operation. In order

to avoid undesired activation of OVP during normal operation,Vcc should be properly designed to be below 19V."

Nos, a VCC majdnem 20 V-ig ugrik.

Bár a visszacsatoló optót (IC300) sem ellenőriztem még.



Valaki találkozott már hasonló problémával? Kérem segítsen!

Köszönöm:

Péter
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If you want to join us and get repairing help please sign in or sign up by completing a simple electrical test
or write your question to the Message board without registration.
You can write in English language into the forum (not only in Hungarian)!
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